
READ THIS BOOK

This operator’s book has important information for the
use and safe operation of this machine.  Read this book
carefully before starting the machine.  Keep this book
and tell all operators to read the book.  If you do not
follow the instructions, you can cause an injury or dam-
age equipment, furniture or buildings.

For new books write to:
Thoro-Matic Inc.
2259 S. Sheridan
Muskegon, MI  49442-6252

Carefully inspect all components to ensure that there is
no concealed freight damage.  If such damage is dis-
covered, file a “CONCEALED DAMAGE REPORT” im-
mediately with the delivering carrier.

The contents of this manual are based on the latest
product information available at the time of publica-
tion.  Thoro-Matic reserves the right to make
changes or improvements to its machines without
notice.

FOR YOUR CONVENIENCE, RECORD THE
FOLLOWING IMPORTANT INFORMATION:

MODEL_______________________________

SERIAL NUMBER______________________

PART NUMBER _________________________

DATE PURCHASED ____________________

                    OPERATING & MAINTENANCE
INTRODUCTION                                            INSTRUCTIONS

TC88 & TC88-100

CARPET EXTRACTOR
Parts Manual



INTRODUCTION

The SELF CONTAINED EXTRACTOR is a fully self-contained, portable carpet extractor system and is intended for
commercial use.  A wand with external vacuum and solution hoses are not necessary with your machine, but available.

The SELF CONTAINED EXTRACTOR has a 60psi (TC88) or 100 psi (TC88-100) solution pump and a three (3) jet
spraying system located on the bottom side of the machine to apply solution to the carpet.

A rotating brush (15”) is driven by a cogged belt system.  This brush provides a very aggressive agitation of the solution
into the carpet fibers to loosen ground-in dirt.  The chevron pattern of the brush bristles channels the dirty water to the
center of the epoxy-coated, steel vacuum head for better extraction.

The heavy duty three-stage vacuum motor is capable of 117 inches of water lift.  Your SELF CONTAINED EXTRACTOR
extracts virtually all of the dirty solution from the carpet fibers, which dramatically reduces drying time.

The SELF CONTAINED EXTRACTOR is very “user friendly” machines.  All controls are located at the top of the handle
grips, literally at your fingertips.  The recovery tank drain valve is located high enough for the recovered solution to be
drained into a five (5) gallon bucket or bathroom toilet.

The SELF CONTAINED EXTRACTOR is balanced on large 10" diameter wheels for ease of operation and transporting.

The machines can be rotated 360° with relative ease, even when filled with solution.

The location of the wheel axle and the large diameter wheels allows for easy transporting up and down
steps when empty.  It is not recommended these machines be transported up or down steps while contain-
ing any liquid in either the solution or recovery tanks.

This machine must be grounded.  If it should malfunction or break
down, grounding provides a path of least resistance for electric
current to reduce the risk of electric shock.  This machine is equipped
with a cord having an equipment-grounding conductor and ground-
ing plug.  The plug must be inserted into an appropriate outlet that
is properly installed and grounded in accordance with all local
codes and ordinances.
WARNING - Improper connection of the equipment-grounding con-
ductor can result in a risk of electric shock.  Check with a qualified
electrician or service person if you are in doubt as to whether the
outlet is properly grounded.  Do not modify the plug provided with
the machine - if it will not fit the outlet, have a proper outlet installed
by a qualified electrician.
This machine is for use on a nominal 120-volt circuit, and has a
grounded plug that looks like the plug illustrated in figure A.  A
temporary adapter that looks like the adapter illustrated in figures B
and C may be used to connect this plug to a 2-pole receptacle as
shown in figure B if a properly grounded outlet is not available.
The temporary adapter should be used only until a properly
grounded outlet (figure A) can be installed by a qualified electri-
cian.  The green colored rigid ear, lug, or the like extending from the
adapter must be connected to a permanent ground such as a
properly grounded outlet box cover.  Whenever the adapter is
used, it must be held in place by a metal screw.
NOTE: In Canada, the use of a temporary adapter is not permitted
by the Canadian Electrical Code

EXTENSION CORDS
Use only three-wire 12/3 or larger gauge approved extension
cords that have three-prong grounding type plugs and three-pole
receptacles that accept the appliance’s plug.  Replace or repair
any damaged cords or plugs.

When servicing, refer to authorized person only.  Use only identi-
cal replacement parts.

Grounding Instructions

NOTE:  Do not use adapters shown in figures B & C in Canada
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IMPORTANT SAFETY INSTRUCTIONS

When using an electrical appliance, basic precautions should always be followed, including the following:

READ ALL INSTRUCTIONS BEFORE USING THIS MACHINE

WARNING:  To reduce the risk of fire, electric shock, or injury:

1. You must have training in the operation of this machine before using it.
2. Machines can cause an explosion when near flammable materials and vapors.  Do not use this machine with or

near fuels, grain dust, solvents, thinners, or other flammable materials.
3. Do not operate this machine unless it is completely assembled.
4. Do not use this unit for dry pick-up of dust or debris; Do not pick up anything that is burning or smoking, such as

cigarettes, matches or hot ashes.
5. To prevent electric shock, always remove the electrical plug from the electrical outlet before doing any repairs or

maintenance to this machine.
6. To prevent injury, always remove the electrical plug from the electrical outlet before leaving the machine.
7. Maintenance and repairs must be done by  authorized personnel only.
8. Do not immerse.  To reduce the risk of electrical shock, use only on carpet moistened by the cleaning process.

Protect the machine from rain.  Keep the machine in a dry building.  Always clean the machine with a clean dry
cloth.

9. Always use a three-wire electrical system connected to the electrical ground.  For maximum protection against
electrical shock, use a circuit that is protected by a ground fault circuit interrupter.  Consult your electrical
contractor.

10. To prevent damage to the power cord, do not move this machine over the power cord.  Always lift the power cord
over the machine.  Do not pull or carry cord, use cord as a handle, close a door on cord, or pull cord around sharp
edges or corners.  Keep cord away from heated surfaces.

11. Make sure all switches are turned off before plugging or unplugging it power cord into/from a wall receptacle.

12. Do not use water that is hotter than 60°C (140°F).
13. To prevent damage to the solution system components do not store in freezing temperatures without proper

maintenance.
14. Do not allow to be used as a toy.  Close attention is necessary when used near children.
15. Do not use with damaged cord or plug.  If the machine is not working as it should, has been dropped, damaged,

left outdoors, or dropped into water, return it to a service center.
16. Do not unplug by pulling on cord.  To unplug, grasp the plug, not the cord.
17. Do not handle the plug or machine with wet hands.
18. Do not put any object into openings.  Do not use with any opening blocked.  Keep free of dust, lint, hair and

anything that may reduce the airflow.
19. Keep hair, loose clothing, fingers and all parts of body away from openings and moving parts.
20. Use extra care when cleaning on stairs.
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PREPARATION AND TRANSPORTATION

PRESTART-UP CHECKS
The SELF CONTAINED EXTRACTOR is very simple and easy to operate.  Very little maintenance and service are
required to keep your machine in top operating condition.

The following procedures are recommended to maintain the high level of performance expected from your machine.
They are also intended to identify potential safety hazards and problems which could reduce the service life of the
machine.

READ BEFORE TRANSPORTING OR OPERATING YOUR MACHINE:
1. Check power cord, plug and strain relief for worn or damaged insulation.  Repair or replace if necessary.
2. Make sure the drain valve is closed (T-Handle pushed down).  If the valve is left open, the vacuum is dramatically

reduced and any recovered solution will drain out.
3. The lever for the spool valve is located on the lower back panel of the machine near the left wheel.  During

normal operation as a self-contained extractor this lever is turned toward “CARPET SPRAY” (vertical position).
It should be turned to the “ACCESSORY TOOLS” position (horizontal) when a wand or other tool is being used.

4. Inspect the vacuum head and brush by tilting the machine backwards, allowing it to balance on the wheels and
drain valve spout.
a) Vacuum Head: Check for any damage.  Burrs on the contact surface may snag carpet fibers.  Gouges,

scratches and chipped areas can reduce vacuum performance.
b) Brush:  Inspect for damaged or missing bristles, replace if necessary.
Return the machine to the upright position.

6. Check the inlet strainer for damage or debris.  It is located at the bottom of the fresh water tank. Holes in the
screen can allow contaminants to enter the pump resulting in costly repairs.  A clogged strainer will reduce pump
performance and may cause permanent damage.

7. Remove the clear dome plate on top of the recovery tank.
a) Inspect for damage to the dome plate and gasket.  Dirt or debris on the gasket or sealing surface of the

tank can cause a vacuum leak and reduce vacuum performance.
b) The intake foam filter & screen at the vacuum hose connection should be clean of debris and checked

periodically for any damage, replace if necessary.
c) Ensure that  the intake filter is in its proper position to prevent recovered water from entering the vacuum

motor.
Return the cover to its original position on the recovery tank and connect the hoses.  The suction hose that runs
from the vacuum shoe to the dome connects to the right side and comes out of the rear of the machine on the
right, lower side.  The hose that runs from the vacuum motor to the dome that creates the suction connects to the
left side of the dome.

YOUR MACHINE IS NOW READY FOR OPERATION.

TRANSPORTING

The SELF CONTAINED EXTRACTOR is equipped with large diameter (10”) wheels for balance and ease of transport-
ing.  It is designed to be tilted back on the wheels and pushed or pulled.

The large diameter of the wheels permits you to pull the machine up stairs in the same manner you would use a hand
truck.  Never go up or down stairs with recovered water or solution in the tanks.  Always empty the machine
completely before transporting up or down stairs or in a vehicle.



OPERATING PROCEDURES
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The following procedures are intended to describe and detail proper operation of your machine.  Failure to follow these
recommended procedures can reduce the machine’s performance and may result in damage to the machine.
1. Vacuum the area to be cleaned.  Your machine will do a more thorough job if the loose dirt and debris are

removed before the extraction process begins.
2. Fill the fresh water tank (lower tank located at the front of the machine) with warm to hot water and low

foaming carpet extraction chemical.  Hot water is recommended, but not required.  Do not use water hotter

than 60°C (140°F).  Mix in chemicals according to the chemical manufacturer’s recommendations for an eight
(8) gallon tank.

3. Use of an extension cord is not recommended.  However, if one is necessary, use only a 14 gauge or larger
cord.  Smaller or inferior cords are dangerous and may cause damage to your machine.

4. After the machine is filled with solution, connect the power cord plug to a 115 volt grounded wall socket.
See Grounding Instructions.

5. Turn the spool valve knob (located on the back, left of the machine) to the:
a) “Carpet Spray” (vertical) position for routine carpet extraction as a self-contained unit, or
b) Turn it in the “Accessory Tools” (horizontal) position when using a wand or tool.

7. The switch panel is located on top of the handle and contains the following:
a) Pump Switch:  Make sure in the Intermittent (Off) position for standard carpet extraction.  This switch is only

turned to the Continuous (On) position for either prespraying (for which you will tilt the machine backwards
slightly and run the machine back and forth over the area to be treated.  All other switches should be in the Off
position for prespraying) or when using an upholstery tool or wand after the pump direction valve has been set
to “Accessory Tools” setting and the solution hose for the tool has been connected to the quick disconnect at
the rear of the machine.

b) Turn the vacuum switch on to start the vacuum motor.
c) Turn the brush motor switch on to start the brush motor.

8. Pull backward during operation.  DO NOT ATTEMPT TO OPERATE IN A FORWARD DIRECTION.  Position
yourself behind the machine, grasp the handle and press the black momentary switch button near your thumbs
when your hands are in the operating position.  Pressing this black button activates the pump which will begin to
spray out of the three jets located at the bottom of the machine near the vacuum shoe.  Once you let up off this
button, the pump will stop spraying.  While button in pressed in, walk slowly backward to perform the cleaning
process.

9. Release the momentary switch button approximately 6 inches before completing each pass.  The spray jets
are located behind the vacuum head making it  necessary to pull the machine a few inches further to pick up the last
amount of solution dispensed onto the carpet.

10. Tilt the machine back on the rear wheels and walk forward to position the machine along side the previous
pass (slightly overlapping).

11. As dirty solution is recovered, some foaming may be noted.  Excessive foaming can be counteracted with liquid
defoamer applied according to the chemical manufacturing directions inside of the recovery tank.  Do not allow
foam to rise into or near the dome.   Use defoamer or empty and flush the recovery tank.

12. To drain the recovery tank, place an empty bucket under the drain valve located on back of the machine.  To open
the drain valve pull the T-Handle up. Close the drain when the bucket is full or the recovery tank is empty.  Dispose of
the recovered water properly.

13. If streaking occurs after a period of operating time, this means the solution (fresh water) tank is near empty.
Streaking is eliminated by adding  more water and chemical solution to the tank.

14. To drain the solution tank, attach the small drain or “pump out” hose to the accessory quick connect on the back
of the machine.  Turn the spool valve lever to the “Accessory Tool” position.  Place the open end of the hose into a
bucket and turn on the pump switch to the “Continuous” (On) setting.  When empty, turn off the pump switch and
remove the hose from the quick connect.  Also return the spool valve knob to the “Carpet Spray” position.

15. After each use clean the dome, intake filter and gasket.  Do not reinstall the dome until the next use, this will
allow the recovery tank to dry out.

TO USE A WAND OR UPHOLSTERY TOOL WITH HOSE SET:
1. Disconnect the machine suction (vacuum) hose from the right side (from operator’s position) of the recovery tank

dome plate and connect the vacuum hose of hand tool/wand set to that same port on the dome plate.
2. Connect the hand tool/wand set solution hose to the brass quick disconnect on the back, left of the machine.
3. Turn pump direction valve at the back left of the machine to “Accessory Tools” setting.
4. Turn pump switch on control panel to “Continuous” (On) setting then begin to use your wand or hand tool.
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SERVICING
The SELF CONTAINED EXTRACTOR is designed and manufactured to provide years of trouble free service with a
minimum of maintenance and service.  The following recommendations are intended to assist the operator and Service
Technician in performing routine maintenance.

Failure to follow these recommendations can result in damage to your machine and diminished performance.

Warning:  Always unplug your machine before performing any service.  Severe personal injury could result
if the electrical power is not disconnected.

1. Always follow through with the recommended prestart-up checks found in the Preparation and Transportation
section of this manual.

2. Store your machine in a dry, protected area.  Do not expose this machine to rain, standing water or freezing
temperatures.

3. We recommend a good, thorough cleaning after each use.  Clean the dome top, intake filter screen and recovery
tank with fresh, clean water. Flush the fresh water tank and strainer periodically with clean water.

4. After continuous or repeated use, the jet tips and strainer/check valves will need cleaning.  Unplug the cord and
empty the recovery and solution tanks.  Tilt the machine backward allowing it to balance on the wheels and drain
valve.  Remove the jets  and clean with white vinegar and a soft bristle brush.  Remove the strainer/check valve and
soak it in vinegar until visible deposits are dissolved, then scrub with a soft bristle brush.

       Jet tips and strainer/check valves should be replaced once a year because they tend to erode under extended
       use.  This can cause overuse of solution and possible streaking.
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FINAL ASSEMBLY PARTS LIST

9

ITEM PART NO. DESCRIPTION QTY.
1 252705 DOME-ASM 1
2 258676 TANK-REC BLACK TC88 1
3 254215 HOUSING-BRUSH 1
4 254133 HOSE-PUMP OUT TC88 1
5 254128 VAC HOSE ASSM-SHORT 1
6 920665 NUT-HEX 1/4 SS NYLO 1
7 962197 SCREW-10-32X5/16 FH 3
8 252004 CLAMPS HOSE 5/8 PLA 2
9 252005 CLAMPS,CABLE TIE 5 1
10 258302 SPRING-VAC SHOE 3
11 255052 KNOB-ADJUSTABLE PLA 1
12 S250P HOSE:3/8 PUSH LOC 1
13 257903 SHOE-VAC 1
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BASE ASSEMBLY PARTS LIST
ITEM PART NO. DESCRIPTION QTY.

1 257002 PUMP-60 PSI 115V 1
257007 PUMP-100PSI 115V 1
217004 PUMP-60PSI 230V 1
257006 PUMP-100PSI 230V 1

2 255209 MOTOR-VAC 3 STAGE 115V 1
255210 MOTOR-VAC 3 STAGE 230V 1

3 See pg 17 VALVE ASSEMBLY 
4 255250 MOTOR ASM-BR DRIVE 115V 1

255251 MOTOR ASM-BR DRIVE 230V 1
911549 RECTIFIER 50 AMP 115V ONLY 1

5 250903L BRUSH - TC88 (NEW S  
6 See pg 19 SPRAY ASSEMBLY
7 255004 KIT-VAC&HOSE MNFLD 1
8 911548 CIRCUIT BREAKER 2 A 1
9 911550 TERMINAL BLOCK 1  
10 251302 TC88 BASE BLACK 1
11 920011 NUT 1/4-20 ELASTIC 3
12 920666 NUT-HEX 10-32 SS NY 18
13 W144D NUT:6-32 HEX W/NYLO 2
14 W132D SCREW 6-32X 3/4 PHP 2
15 962197 SCREW-10-32X5/16 FH 2
16 962333 SCREW 10-32X5/16 PH 8
17 962363 SCREW 10-32 X 1/2" 4
18 W153D2 SCREW 10-24X3/4 PHP 7
19 W131D SCREW 1/4-20X5HH FU 3
20 980078 WASHER-FLAT 1/2IDX1 2
21 980084 WASHER-FLT 392X.875 2
22 W104D WASHER 1/4 FLAT SAE 6
24 911104 TIE-CABLE 14.5 LG 9 1
25 S453P CLAMP:HOSE TR3-7/10 2
26 203302 QUICK CONNECT-1/4 M 1
27 258507 STRIKE(STICKER)F/TC 1
29 S482P SNAP AXLE CAP 1/2 2
30 256915 PULLEY 3/8 BRUSH PU 1
31 903045 BELT-130XL037 PARAG 1
32 902041 BEARING DBL SEAL 16 2
33 255056 KIT, REPL, TC88 BRSH HSG. 1

Also includes N/S items #43-48
35 250803 BRACKET-AXLE 2
36
37
38 255005 KIT-BEARING RETAINER 1
39 251307 COVER-BELT TC88 1
41 259705 WHEEL 10"X1.75" 1/2 2
42 980079 WASHER-SS 1/2IDX1 1 1
43 962062 SCREW 8X1 HILO PHP 3
44 256900 PULLEY BRUSH TC88 1
45 3677 BEARING:RULON SLEEV 1
46 250905 BRUSH - TC88 (NEW S 1
47 A13084 BEARING:RULON 1/2X3 1
48 W353D SCREW 1/4-20X5/8 FH 1
49 257700 SHAFT BRUSH TC88 1

255005
KIT-BEARING RETAINER (ONE 
PER SIDE)

2
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BODY ASSEMBLY
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BODY ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY.
1 See page 20 CONTROL BOX ASSEMBLY 1
2 258677 TANK-CLEAN WTR BLAC 1
3 258676 TANK-REC BLACK TC88 1
5 920665 NUT-HEX 1/4 SS NYLO 1
6 920666 NUT-HEX 10-32 SS NY 1
7 962197 SCREW-10-32X5/16 FH 3
9 962186 SCREW 10-32X 1 PHP 2
10 W153D2 SCREW 10-24X3/4 PHP 2
11 258452 STUD, 10-32 X 1 1/4" SS 4
12 962216 SCREW-1/4-20X1" SS 1
13 W104D WASHER 1/4 FLAT SAE 1
14 223344 WASHER 1
15 252010 CLAMP-CABLE 1/2" 1
16 211310 BODY-90 JET W/LOCK 1
17 253302 FILTER SCREEN 1
18 S400PB4 ELBOW 2 1019-2 BLAC 1
19 252006 CLAMP-CONTAINER STE 1
20 S400PB DRAIN VALVE PVC 1
21 254554 HINGE SS 1
22 911552 CABLE STEEL LANYARD 1
23 253901 HANDLE-GRAB PLASTIC 1
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BRUSH MOTOR ASSEMBLY

BRUSH MOTOR ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY.
1 256914 PULLEY 5/16 MOTOR P 1
2 S948P TERM FEMALE 2
3 911541 TERMINAL BLUE SPADE 1
4 255250 MOTOR ASM-BR DRIVE 115V 1

255251 MOTOR ASM-BR DRIVE 230V 1

2

3

4

1
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VACUUM ASSEMBLY

VACUUM ASSEMBLY PARTS LIST

1

3

6

5

3

2

ITEM PART NO. DESCRIPTION QTY.
1 962030 SCREW 10-32X1/2TYPE 1
2 603473 GASKET TOP VAC 1
3 911541 TERMINAL BLUE SPADE 3
5 255209 MOTOR-VAC 3 STAGE 115V 1  

255210 MOTOR-VAC 3 STAGE 230V 1
6 911604 LEAD ASM W/RIN TERM 1
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PUMP ASSEMBLY

PUMP ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY.
1 980078 WASHER-FLAT 1/2IDX1 2
2 202050 CLAMP-SOLUTION HOSE 1
3 3765 ELBOW MALE:3/8TO3/8 2
4 911541 TERMINAL BLUE SPADE 3
5 257002 PUMP-60 PSI 115V 1

257007 PUMP-100PSI 115V 1
217004 PUMP-60PSI 230V 1
257006 PUMP-100PSI 230V 1

6 S250P HOSE:3/8 PUSH LOC 1

6

2
3

5

1

4
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VALVE ASSEMBLY PARTS LIST

VALVE ASSEMBLY

4

5

3

2

1

ITEM PART NO. DESCRIPTION QTY.
1 3771 ELBOW:MALE 1/4TO3/8 2
2 259406 VALVE-BALL BRASS FU 1
3 205752 NIPPLE-CLOSE 1/4NPT 2
4 T4027 BRASS:90 DEG.ST.EL 1
5 259252 TEE 1/4 BRASS 1
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DOME ASSEMBLY PARTS LIST

DOME ASSEMBLY

ITEM PART NO. DESCRIPTION QTY.
1 252806 ELBOW 90D 1 1/2 PVC 2
2 252807 ELBOW 1-1/2 FIPTX1* 2
3 253435 GASKET-RUBBER 2-7/1 2
4 253404 GASKET SPONGE 3/16 1
5 256604 PLATE-DOME 2 HOLE P 1
6 252706 DECAL-NOTE CLEAN FI 1

255112 DECAL-WARNING NON-F 1
7 3732 SCREEN FLTR 15 MESH 1
8 253310 FILTER-FOAM 1

252705 DOME-ASM 1

6

1

6

5

4

3

2

7
8
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SPRAY ASSEMBLY PARTS LIST

SPRAY ASSEMBLY

7

4

3

2

1

6

5

ITEM PART NO. DESCRIPTION QTY.
1 S453P CLAMP:HOSE TR3-7/10 1
2 203359 FITTING-HOSE BARB 3 1
3 S280P STRAINER W/CK VALVE 1
4 254903 SPRAY JET 1/8"BRASS 3
5 251503 CAP-WHITE 3/8"PVC S 2
6 S250P HOSE:3/8 PUSH LOC 1
7 251360 SPRAY BAR - TC88 1

251363 BAR, SPRAY, ASM TC88 1
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CONTROL BOX ASSEMBLY

CONTROL BOX ASSEMBLY PARTS LIST

ITEM PART NO. DESCRIPTION QTY. ITEM PART NO. DESCRIPTION QTY.
2 908104 CORD 14-3SJTWX50FT 1 11 911554 SWITCH-MOMENTARY 1
3 908115 CORD-CONTROL 16/5-5 1 12 251312 CONTROL BOX ASSM-TC 1
4 251343 BOX-CONTROL W/COVER 1 S948P TERM FEMALE 3
5 920619 NUT 1/2 LOCK -METAL 1  911546 TERMINAL-BLUE 16-14 2
6 920669 NUT-ACORN 10-32 4 911541 TERMINAL BLUE SPADE 4
7 962333 SCREW 10-32X5/16 PH 4 S578P TERM:INSULATED YELL 4
8 A13020 RELIEF-STRAIN-HEYCO 1 911562 TERMINAL-YELLOW WIR 2
9 258511 STRAIN RELIEF TC88 1  911544 WIRE-GUAGE 14GA BLA 1
10 911089 SWITCH-ROCKER SPST- 3

11

10

4

5

9 4

7

69

8

2

3
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WIRING DIAGRAM

Black Wire
(Brush Motor)

Brush
Motor

Pump
Vac

Motor

Switch

#1

#2

#3

Switches

#1 #2
#3

Terminal
Block

Fuse
Protector

Cord R
ed

 W
ir

e
(C

o
rd

)

Black
Wire

(Cord)

Orange
Wire

(Cord)

Black
Wire

(Cord)
G

re
e

n
W

ir
e

(C
o

rd
)

G
re

e
n

W
ir

e
(C

o
rd

)

W
h

it
e

W
ir

e
(C

o
rd

)

W
h

it
e

W
ir

e
(C

o
rd

)

Cord

Black Wire
(Cord)

G
re

en
 W

ir
e 

(C
o

rd
)

R
ed

 W
ir

e 
(C

o
rd

)

O
ra

n
g

e 
W

ir
e 

(C
o

rd
)

White Wire
(Pump)

Black Wire
(Vac)

Red Wire
(Brush
Motor)

G
re

en
 W

ir
e

(V
ac

)

W
h

it
e

W
ir

e
(V

ac
)

Green Wire
(Pump)

Black Wire
(Pump)

G
re

e
n

W
ir

e
(B

ru
sh

M
o

to
r)

AC

AC

(+)

(-)



WARRANTY POLICY
SELF-CONTAINED EXTRACTOR

The Thoro-Matic TC88Self-Contained Extractor has been manufactured, tested and inspected in accordance with
specific engineering requirements and is WARRANTED to be free from defects in workmanship and materials as
follows:

Five (5) years parts, One (1) year labor – Polyethylene components.

One (1) year parts and labor – All other components unless excluded below.

This warranty extends to the original user/purchaser and only when used, operated and maintained in accordance
with Thoro-Matic Operating and Maintenance instructions.

This warranty does not apply to the following wear parts and accessories of the machine including:
Part Number           Part Name

Nor does it apply to damage or failure caused by improper use, abuse or neglect.  Warranty credit or replacement
of return parts including motors, etc., is subject to incoming inspection of those items.

To secure repair under this warranty, the following procedure should be taken:
· The inoperative machine or warranted parts must be delivered to the authorized service center  with shipping

and delivery charges prepaid.  If unable to locate a service center, you may contact Thoro-Matic at the
address listed herein for the location of the nearest repair center or agent or for other instructions pertaining to
your warranty difficulty.

· Upon compliance with the above warranty procedure, all warranted repairs would be completed at no additional
charge or cost to the user.

· Only Thoro-Matic or its authorized dealers and agents may make no charge warranty repairs on this product.
All others do so at their own risk.

This warranty limits Thoro-Matic liability to the repair of the product and/or warranted parts replacement and does
not include incidental or consequential damages arising from the use of a Thoro-Matic machine whether defective
or not.

This warranty is in lieu of all other expressed or implied warranties and is extended to the original purchaser/
user.

908104
259705
254903
903045
250905
200951
253302
S280P
254133

Cord Assembly
Wheel
Jet Tip
Belt
Brush
Carbon Brush
Intake Filter
Strainer/Check Valve
Drain Hose
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2259 S. Sheridan • Muskegon, MI 49442
Ph: (231) 773-1330 • (800) 968-1332 • Fax (800) 863-9536

www.thoro-matic.com


